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LIMITED WARRANTYLIMITED WARRANTY 
SteelTech Inc. Warrants to the original owner of the G Series outdoor furnace that it is free 
from defects in workmanship and material, which could cause a leak or malfunction of the 
tank, and against corrosion (if the instructions in the owners manual for water treatment and 
maintenance are followed) for The Life of the furnace toward the purchase of a new HeatMas-
ter ss furnace, in the following pro-rated schedule. 
 
Warranty schedule:  coverage in the initial 5 years is 100% 
    Year 6-7 is 50% 
    Year 8-9 is 40% 
    Year 10-15 is 30% 
    Year 16-Life is 10% 
   
 
In addition, all steel components including housing, legs, etc. have a pro-rated warranty for 
a period of 10 years with coverage reducing by 10% per year.  All firebrick used in the 
furnace is not warranted. Any parts not manufactured by SteelTech Inc., that are used on 
the furnace – such as thermostats, limit switches, pumps, heat exchangers – carry their 
own manufacturer’s warranty, normally one year.  SteelTech Inc. will not be liable for the 
cost of shipping, replacement or repair of these parts. 
 
If warranty requires removing or replacing of the furnace, SteelTech Inc. is not responsible 
for the cost of plumbing, replacement of antifreeze or water treatment, shipping cost or any 
other cost other than the replacement component or furnace.  SteelTech Inc. always has 
the right to decide if a part or furnace will be repaired or replaced and will not be liable for 
any cost not authorized by a SteelTech Inc representative.  
 
SteelTech Inc. does not warranty any damage caused due to negligence and deterioration 
due to lack of proper ongoing maintenance, physical damage caused by abuse or freeze 
up, power surges or unauthorized work or modifications to the furnace. 
 
SteelTech Inc. is not liable for any damage or cost which may occur from or during the op-
eration of the furnace or damage incurred due to any heating system failure. The purchaser 
assumes all responsibility for the care, maintenance and safe operation the furnace includ-
ing adding of approved boiler treatment or water.  SteelTech Inc does not warrant door 
gaskets, exterior paint or finish. 
 
To qualify for warranty all instructions must be followed in operator’s manual, water must 
be tested and maintained a minimum of once per year, and warranty registration must 
be on file at SteelTech Inc Ind. within 30 days of purchase along with a copy of the original 
invoice.  No warranty can be approved unless the warranty registration and water 
test verifications are on file at SteelTech Inc.’s office.  
 
The warranty can be violated by operating the furnace in a manner inconsistent with the 
owner’s manual 
SteelTech Inc Reserves the right to change conditions of warranty at any time.  

- 1 -  



G Series Outdoor Furnaces  

  www.heatmasterss.com 

WATER TREATMENT AND TESTINGWATER TREATMENT AND TESTING 
Water Treatment PolicyWater Treatment Policy  
To qualify for warranty water must be tested a minimum of once per year and water 
treatment added when necessary.  
To test the water open the boiler drain located at the bottom of the rear of the furnace until 
the water runs clear.  Fill one of the test bottles provided to you by your dealer and mail to 
our testing lab using the mailing carton and label provided with the bottle.  Make sure to 
note if the furnace water contains any antifreeze or additional chemicals.  If any adjust-
ments need to be made to the water you will receive a report outlining what must be done.  
Take another sample and mail it to our test lab again to verify the recommended changes 
have been made.   
 
Add the water treatment through the fill pipe located at the top of the furnace when initially 
filling the furnace with water or after testing, if needed.  Ensure that all drains are closed.  It 
is recommended that water treatment be added at a 1:200 ratio when initially firing the fur-
nace and 1:300 after that.  Additional treatment may have to be added for water with more 
severe properties or for systems with more chemically demanding requirements. Recom-
mended operating pH level is 9 – 10. 5. Recommended nitrite levels are 600-1000 ppm.  
 
What Water Treatment DoesWhat Water Treatment Does 
The water treatment used in outdoor furnaces are nitrate based water treatments which act 
as oxygen scavengers, neutralize harmful bacteria and harmful minerals and elements in 
your water to reduce scaling and corrosion in your furnace and plumbing system. 
 
Test Parameters and What They MeanTest Parameters and What They Mean  
Conductivity 
Conductivity is a measurement of minerals in your furnace water.  While it is common to 
have minerals in water, in excess minerals can cause many problems in hydronic systems 
including scaling and corrosion.   
pH 
pH is measurement of alkalinity (hard or soft water).  For outdoor furnace water and the 
water treatment used in outdoor furnaces it is better to have your water a little harder than 
softer (recommended pH range is 9-10.5) as the active ingredients in the water treatment  
neutralize harder water easier than softer water 
Nitrates 
Nitrates tested for are a measurement of how much water treatment is in the water.  Ni-
trates measured are active units of water treatment available to neutralize harmful ele-
ments in your furnace water.  Nitrates also act to neutralize harmful bacteria that may build 
up in the furnace water over time. 
 
Glycol 
Inhibited glycol provides anti-corrosion elements and freeze protection for outdoor furnaces 
and is compatible with Outdoor Furnace Water Treatment.  Because outdoor furnaces are 
open to the atmosphere systems and will have fresh water added occasionally, oxygen is 
always entering the system and will break down the glycol over time to create glycolic acid 
which will harm your furnace system.  When this happens you will be required to drain and 
flush your furnace system. It is always suggested to use 100% virgin glycol instead of recy-
cled glycol as it will break down  
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SAFETY PRECAUTIONSSAFETY PRECAUTIONS  
Read and understand all precautions before operating the furnace. 

ATTENTIONATTENTION::  Save these instructions.  Retain this manual as long as you own your  
G SERIES outdoor furnace.  Carefully read and follow these directions. 
ATTENTIONATTENTION::  BURN WOOD ONLY.  LOAD FUEL CAREFULLY OR DAMAGE MAY 
RESULT  
ATTENTIONATTENTION::  The person(s) operating this furnace must comply with all applicable  
local and state laws or other requirements,  
ATTENTIONATTENTION:: The person(s) operating this furnace are responsible to run it in such a 
way so that it does not cause a public or private nuisance.  Consult with local authori-
ties prior to installation to adhere to local laws and ordinances. 
DANGERDANGER:  Do not start fire with or burn garbage, gasoline, naptha, engine oil or other 
inappropriate materials.  Only competent persons with a sound understanding of this 
heating method should operate this furnace.  Improper firing could result in personal 
injury and/or damage to the unit and void warranty. 
WARNINGWARNING::  All installations and operations of your G SERIES product must follow 
state, provincial, and local laws pertaining to operations, wiring, plumbing and building 
codes. 
WARNINGWARNING::  All models operate at atmospheric pressure.  DO NOT obstruct, block or 
plug the overflow vent tube in any way, which is located on top of the boiler . 
CAUTIONCAUTION::  Do not start or operate furnace without checking heating fluid.  Furnace 
must be filled until heating fluid comes out of vent pipe on the top of the furnace. 
CAUTIONCAUTION::  Check for buried cables and utility lines before digging the trench to your 
furnace. 
CAUTIONCAUTION::  For safety and proper temperature control keep all doors closed during op-
eration. 
WARNING: WARNING: When installing the furnace, the chimney should never be connected to a 
chimney flue serving another appliance 
WARNING:WARNING:  Do not operate furnace in event of power failure 
WARNING:WARNING:  Use caution when opening firebox and ash cleaning doors.  Push bypass 
rod on front of furnace and slowly crack door open for at least 20 seconds before open-
ing door. 
WARNING:WARNING:  Risk of fire: 
 - Do not operate with fuel loading or ash removal doors open. 
 - Do not store fuel or other combustible material within marked installation clear
 ances 
 - Inspect and clean flues and chimney regularly 
CAUTIONCAUTION::  Hot Surfaces:  Keep children away.  Do not touch during operation. 
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FURNACE INSTALLATION GUIDEFURNACE INSTALLATION GUIDE  
Installation should be performed by a qualified installer and will comply with all  

requirements of the agency having jurisdiction. 

  

LOCATIONLOCATION  
Maintain adequate clearance of buildings and combustibles.  Pile and store wood under 
shelter.  Do not place or store wood within stove installation clearances or within the 
space required for charging and ash removal.  For indoor installations where fans are 
used in the fuel storage area they should be installed so as to not create any negative 
pressure in the room where your G SERIES furnace is burning 
Contact all governing authorities in your area prior to installation. 
When choosing the location of your furnace you should consider prevailing wind direc-
tion, distance from home and wood storage for refueling.  Give consideration for any 
effect on your neighbors. 
 
 
 

CLEARANCES TO COMBUSTIBLESCLEARANCES TO COMBUSTIBLES  
 
Whether installing your G SERIES furnace inside a building or outside the following 
clearances to combustibles must always be followed or damage and personal injury 
may result: 
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Furnace Roof to Ceiling (Indoor Installations) 6” 

Side Walls 6” 

Rear 6” 

Front (Loading door) 24” 

Minimum Clearance to Combustibles 

Furnace Specifications 

 G100 G200 G400 

Max BTU Output 120,000 BTU/hr 232,000 BTU/hr 350,000 BTU/hr 

Heat Output (8 Hour Burn) 48,000 BTU/hr 111,500 BTU/hr 180,500 BTU/hr 

Furnace Size (W x L x H) 36 x 56 x 74 48 x 72 x 79 51 x 84 x 86 

Furnace Weight 1300 lbs 2400 lbs 3000 lbs 

Firebox Dimensions (W x L x H) 18 x 18 x 31 28 x 29 x 34 28 x 40 x 39 

Chimney Size 6” 6” 8” 

Firebox Loading Door Size    

Water Capacity 100 gallons 195 gallons 250 gallons 
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FURNACE INSTALLATION GUIDEFURNACE INSTALLATION GUIDE  
Installation should be performed by a qualified installer and will comply with all  

requirements of the agency having jurisdiction. 
 

FURNACE FOUNDATIONFURNACE FOUNDATION  
Find the footprint of the furnace in the Appendix of this manual   

Inspect the ground conditions that you intend to install your furnace on.  A cement pad 
of 4-6” in thickness should be used.  For outdoor installation, the furnace can also be 
placed on 4 cement blocks not less than 6” wide X 10” long and 3” thick.  place your 
blocks so the legs will stand on the center of the blocks. Cement pads should be a little 
bigger than the actual furnace, with about a 4’ extra length front and back so you have 
a solid working area.  The furnace may be installed on a combustible floor provided a 
noncombustible material such as metal or masonry liner is used in the following areas: 
- Underneath the furnace 
- At least 16“ in front of the furnace and 8” on each side of the firebox and lower com-
bustion chamber doors. 

  
TRENCHTRENCH  

SteelTech Inc recommends the 
trench to be 24” to 36” deep and 
wide enough to install your water 
lines.  If possible, have a gradual 
slope in your trench to allow drain-
age away from your lines and out of 
trench bottom.  Most insulated un-
derground pipe has room for electri-
cal wire in it.  If it does not, place 
electrical supply in bottom of trench 
and cover with 6 inches of dirt.  A 
minimum of R8 insulation value is 
recommended and a water tight va-
por barrier such as PVC pipe or 
drain tile to encase your insulation is 
a must. 
 
NOTE:  If you are installing your water lines under an area where vehicles will cross, 
you should increase your depth of the trench and use a schedule pipe over your lines 
to reduce the pressure generated on the lines. 
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FURNACE INSTALLATION GUIDEFURNACE INSTALLATION GUIDE  
Installation should be performed by a qualified installer and will comply with all  

requirements of the agency having jurisdiction. 

INDOOR INSTALLATIONINDOOR INSTALLATION 
Outside combustion air may be necessary if: 
-The furnace does not draw steady, smells, rolls out smoke, is burning poorly or back 
drafts or if any of these symptoms are alleviated by opening a window. 
- The house is equipped with a well-sealed vapor barrier and tight fitting windows and/
or has any powered devices that exhaust house air. 
- There is excessive condensation on windows in the winter. 
- A ventilation system is installed in the house 

CHIMNEYCHIMNEY 
The chimney on your G Series outdoor furnace is a stainless steel double wall insu-
lated chimney.  It is attached to the furnace with a stainless steel adapter.  When in-
stalling the furnace, the chimney should never be connected to a chimney flue serving 
another appliance.  Make sure chimney, flue pipe and draft inducer fan stay clean and 
in good condition at all times. 
 
ATTENTIONATTENTION::  Before installing check with local building codes for information regard-
ing chimney height and distances to adjacent buildings, etc.  the top of the chimney 
must extend at least 3.0 feet above the highest point where it exits the roof and be at 
least 2.0 feet taller than any point of the roof within 10.0 feet.  For a new chimney, use 
an insulated stainless steel system that conforms to type HT (High Temperature) re-
quirements of UL 103 and ULC-S629 and complies with the requirements of Chapter 
11 of NFPA 211, Standard for Chimneys, Fireplaces, Vents and Solid Fuel Burning Ap-
pliances. The recommended chimney and adapter collar is listed below. 
 
 
 
 
 
 
The chimney must be connected using a minimum 24g black or blued steel flue pipe 
and connecter. The shorter the stove pipe connection the better. Make sure to follow 
local building codes. 
Note: Incorrect chimney installation will void the warranty. 
This is a forced air furnace but it is important that the chimney has good draft to further 
eliminate any smoke issues. 
Note that using a smaller chimney may cause smoke issues and using a larger chim-
ney may negatively affect furnace performance. 
  
ATTENTIONATTENTION::  CLEANING OF THE HEAT EXCHANGER, FLUE PIPE, CHIMNEY AND 
DRAFT INDUCER IS ESPECIALLY IMPORTANT AT THE END OF THE HEATING 
SEASON TO MINIMIZE CORROSION DURING THE SUMMER MONTHS CAUSED 
BY ACCUMULATED ASH. 
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Furnace Chimney Size 

G100 6” 

G400 8” 

G200 6” 
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CHIMNEY INSTALLATIONCHIMNEY INSTALLATION 
 

Draft problems may occur because of incorrect chimney installation.  Make sure to fol-
low these simple rules to ensure proper performance and safety.   

The basic rule is this: the top of the chimney must clear the roof penetration point 
(the upper edge) by at least 3 feet and must clear anything within a 10 foot radius by at 
least 2 feet. This includes: the peak of the house, parapet, dormer, chimney, or spire. 
See diagram below. 

 
 
 
 
 
 
 
 
 
 
 
 
 

If the chimney terminates beyond 10 feet from the ridge of the roof it must clear the up-
per penetration of the roof by 3 feet. Notice that the flue still terminates 2 feet above the 
roof at the 10 foot perimeter: 
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COMBUSTION AIRCOMBUSTION AIR 
 
Fireplaces, other furnaces, clothes dryers, exhaust fans, and other appliances all draw 
air from the room in which they are located. Your G Series furnace adds to that draw, 
making it important to ensure there is an adequate source of fresh air to offset these 
demands. Otherwise, a negative pressure may be created in the room and starve com-
bustion in the furnace. 
1. Determine the volume of space (cubic feet) in the room. Include in the calculation 
adjacent rooms and areas not closed off by doors. 
Volume (CF) = Length (ft) x Width (ft) x Height (ft) 
2. Determine the air input requirements of all appliances in the space. Add the BTU 
output of all appliances and round the total to the nearest 1000 BTU per hour. Your G 
Series Furnace requires 85 CFM (cubic feet/minute). 
3. Determine whether the space is ‘confined’ or ‘unconfined’ by dividing the total vol-
ume of the room by the total input requirements for all appliances in the room. 
a. If the result is equal to or greater than 50 CF/1000 BTU per hour, then consider the 
space ‘unconfined.’ 
b. If the result is less than 50 CF/1000 BTU per hour, then consider the space 
‘confined.’ 
4. For an ‘unconfined’ space in a conventionally constructed building, the fresh air infil-
tration through cracks around windows and doors NORMALLY provides 
adequate air for combustion and ventilation, and therefore no additional make up air is 
required. 
5. For a ‘confined’ space or an ‘unconfined’ space in a building with unusually tight con-
struction, an additional source of make up air is required. Please consult a HVAC pro-
fessional to determine the best way to supply make up air for this type of installation. 
Important: The furnace room must never be in a negative pressure condition. Negative 
pressure could result in smoke in the room. 
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WIRINGWIRING  
All wiring must conform to local codes.  Use an electrical wire rated and approved for 
underground installations.  This wiring can be placed in the same trench below the 
water lines.  A qualified technician must perform the electrical portion of the installa-
tion. 
See Page 22 for the furnace wiring diagram.  
 

UNDERGROUND HYDRONIC LINESUNDERGROUND HYDRONIC LINES  
Hydronic lines (hot water heating lines) whenever buried or encased in cement should 
not be spliced.  Take the necessary steps to ensure they stay dry.  This ensures that 
minimal heat loss occurs.  Supply and return lines should be a minimum of ¾” diameter 
and have a rating of 100 PSI capacity at 180 degrees Fahrenheit.  This pipe should be 
listed for potable water.   
  
Hint:Hint: Mark your feed and return lines prior to covering and allow enough pipe above 
ground at both ends for a relaxed connection. Red lines are generally “hot” while blue 
are usually “cold”. 

  
FURNACE CONNECTIONFURNACE CONNECTION  

Connections to the furnace are clearly marked.  Return (from the house) are the top 
ports, Supply (to the house) are the bottom ports.  The installation of isolation valves at 
both ends of the pump is recommended as well as a valve at the return line.  This will 
allow you to shut off water supply if repairs or additional heating components are added 
to the system.  Your main power is connected to the junction box at the back of furnace 
and should be connected by a qualified technician. 
 

  
 
 

RETURN LINE (BLUE) 

PUMP PLUG IN AND 
MAIN POWER SWITCH 

DRAFT INDUCER 
FAN 

FURNACE 
DRAIN VALVE 

SUPPLY LINE (RED) 

CIRCULATION PUMP 

UNDERGROUND PIPE 
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LEAD IN POWER BOX 

HEAT EXCHANGE 
TUBE CLEAN OUT 

LEVER 

CHIMNEY HEAT EXCHANGE TUBE 
ACCESS COVER 
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BUILDING CONNECTIONSBUILDING CONNECTIONS  
A hole large enough to accommodate the water lines, insulation and PVC piping through 
the wall is important.  Attention to sealing this point on both sides is also important. 

  
INTERIOR CONNECTIONSINTERIOR CONNECTIONS  

 You may require either a water-to-water (tube and shell or plate) or a water-to-air ex-
changer (rad) to transfer heat energy from the hot water your furnace has produced.  
Your plumber or dealer can design and install a system to best fit your needs.  The fol-
lowing are examples of basic interior connections.  SteelTech Inc. carry the necessary 
parts for installation.   
 
It is important to note that when installing your piping system in your building that you 
should avoid installation methods that cause too great a restriction in the piping system.  
Examples of this are reducing pipe size, an excessive amount of joints and elbows, etc. 
This may build up enough pressure to damage your piping, heat exchangers or other 
parts of your furnace. 
 
DISCLAIMER:DISCLAIMER:  The following information in the interior connections are examples and 
suggestions only.  When installing a furnace and its parts it is best to consult your local 
dealer or a qualified technician.        
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WATERWATER--TOTO--WATER HEAT EXCHANGERSWATER HEAT EXCHANGERS  
To maintain pressure in an existing boiler system while using an outdoor furnace a wa-
ter-to-water heat exchanger is used. The water-to-water exchanger is installed in-line 
on the supply side of the existing pressurized boiler system.   

  
FLAT PLATE EXCHANGER FOR PRESSURIZED BOILER SYSTEMSFLAT PLATE EXCHANGER FOR PRESSURIZED BOILER SYSTEMS  

Flat plate exchanger systems that are used with pressurized systems such as in floor 
heating systems help to heat the water going in to the pressurized system while keep-
ing the two systems separate.  Because an outdoor furnace is an open system (not 
pressurized) and the system tied in to in this type of application is pressurized it allows 
both systems to stay the same while being operational. 
 
The water supplied by the outdoor furnace will heat the water in the pressurized system 
while the present heat source in the pressurized system (such as a boiler) can be used 
as a back up heat source in case of emergency or need for additional heat. 
 
When connecting the furnace to an existing pressurized boiler system: 
 the furnace must not be installed so that it interferes with normal heat delivery of 

the existing boiler system 
 The furnace must be installed without affecting the operation of the electrical and 

mechanical safety controls of the original boiler 
 Provide for a changeover from one fuel to the other without requiring manual ad-

justment of any controls or components other than the thermostats. 
 Have provisions for preventing, or adequate water capacity within the boiler to 

prevent damage from loss of circulation due to electrical power failure. 
 Be installed without changing the function of the controls or rewiring the original 

boiler.  A wiring interconnection is permitted.  The electrical system of both boiler 
shall be powered from a single branch circuit without exception. 

 
  
Boiler Safety 
 Operate the boiler periodically to ensure that it will operate satisfactorily when 

needed. 
 Do not relocate or bypass any of the safety controls in the original boiler installation 
 The operation of the boiler must be verified for acceptable operation before and after 

installation of the add-on appliance by a gas fitter who is recognized by the regulatory 
authority 

 Do not connect to any chimney or vent serving a gas appliance 
 
Installation should comply with requirements of CAN/CSA-B365, and changes to the instal-
lation should comply with CSA B139 (for oil-fired boilers), C22.1 (for electric boilers), or 
CAN/CSA B149.2 (for gas fired boilers). 
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Boiler Diagram 

Forced Air & Domestic Water Diagram 
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DOMESTICDOMESTIC  HOT WATERHOT WATER  

Flat plate exchanger systems used to pre heat domestic water tanks are generally more 
reactive to hot water demands then tube and shell systems.  However tube and shell ex-
changers hold up better when hard water is present.   

 
FORCED AIR FURNACE (WATERFORCED AIR FURNACE (WATER--TOTO--AIR EXCHANGER)AIR EXCHANGER)  

The water-to-air heat exchanger must be mounted so that air blows through the fins 
(coils).  The exchanger should be mounted below the A/C coil if possible.  The ex-
changer should be sized to fit existing duct work and should produce about as many 
BTU’s as the existing heat source.  An exchanger that produces too many BTU’s will 
result in uneven heat and the fan stopping too quickly while a heat exchanger that is 
undersized will not produced the necessary BTU’s.  The heat exchanger can also be 
placed into the cold air portion of the duct work but it is not recommended because 
some furnaces have an overheat shut off if the fan overheats as a result of blowing hot 
instead of cold air.   
 
It is important that the warm-air supply-duct system be constructed of metal in accor-
dance with NFPA 90B-1993, 2-1.1 if the outlet-air temperature of a central furnace ex-
ceeds 250° F (121° C) when it is tested in accordance with the requirements for Simul-
taneous Firing in 56.4.1 and 56.4.2 of the standard. It is also important that the ple-
nums installed to the furnaces be constructed of metal in accordance with NFPA 90B-
1993, 2-1.3. 
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OPERATING THE FURNACEOPERATING THE FURNACE  
  

FILLING THE FURNACE WITH WATERFILLING THE FURNACE WITH WATER  
Your furnace has a vent pipe that protrudes through the roof which is 
used to fill the furnace with water.  
CAUTION:CAUTION:  Do not fire furnace until it is filled with water.  Allow 
furnace to run for 2 days and check system water levels and fittings 
for leaks.  Take your initial water sample at this time and be sure that 
it is sent in. 
IMPORTANT:IMPORTANT:  To properly maintain your furnace test your water 
every year.  Water treatment may need to be added or your furnace 
may need to be drained and flushed and water treatment added.  For 
information on acquiring this product refer to your local dealer. 
Hint:Hint:  It is recommended that a fill valve be installed inline in the 
building you’re heating with a shut off valve or one way check valve to 
prevent back flow.  Filling the furnace with the inline valve pushes all 
the air towards the furnace and out of the vent.  Because this furnace is an open sys-
tem it is normal that water will have to be added annually, depending on the circum-
stances (6 to 10 gallons is not unusual). 
Hint:Hint:  If any part of the system is higher than the furnace a bleeder valve should be 
used to make sure all air is removed. 
ATTENTION:ATTENTION: Your water level will rise as the temperature of the water rises and fall as 
the water temperature falls.  If your water level falls to a low level first check your water 
temperature before filling with water again. 
 

FIRING THE FURNACEFIRING THE FURNACE  
These furnaces have been specifically designed to burn wood and as such, are not in-
tended for burning any other fuels such as rubber, material treated with petroleum 
products, leaves, paper products, cardboard, plastic or garbage.  Burning these fuels in 
your furnace will result in the warranty on the furnace being voided. 
Burn wood only.  Load carefully or damage may result. 
  
On starting an initial fire the use of less coarse wood and paper if required.  Add heav-
ier fuel gradually until a suitable fire is achieved.  The furnace will continue to feed an 
air supply to the fire until your aqua stat shut off temperature is reached.   
 
NOTE:NOTE:  Your furnace is equipped with a low temperature cut off feature.  Anytime the 
water temperature drops low including first firing of the furnace you will need to activate 
the low temperature bypass function.  The black button is located on the control panel.  
When pushed the furnace will allow the fan to kick on to start your fire. 
 
ATTENTION:ATTENTION: On the initial start up the water jacket will reach what is called the dew 
point.  This creates a sweating inside the fire box which may last a couple of days and 
is normal. 
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OPERATING THE FURNACEOPERATING THE FURNACE  
LOADING THE FURNACELOADING THE FURNACE  

Before opening any door to the furnace: 
1. Push the Furnace Bypass Rod in towards the furnace.  This will open the smoke bypass 

so no smoke or flame exits the firebox door when you open it.    
2. Crack the firebox door open to the safety catch for at least 20 seconds to allow the air 

draft to build out the chimney and prevent blow back. 
3. Open door slowly while standing behind the door 
4. Load wood carefully using the information and diagram on the following page. 
 
WARNING:WARNING:  Risk of fire: 
 - Do not operate with fuel loading or ash removal doors open. 
 - Do not store fuel or other combustible material within marked installation  
 clearances 
 - Inspect and clean flues and chimney regularly 
CAUTIONCAUTION::  Hot Surfaces:  Keep children away.  Do not touch during operation. 
 

CONTROLS AND SAFETY DEVICESCONTROLS AND SAFETY DEVICES  
Furnace Control  - Your Heatmaster ss G SERIES furnace uses a programmable control to 
maintain your water temperature by using an air damper control and draft inducer fan.  The 
control is located around the corner to the left of the firebox door and requires no user program-
ming or changes.  The control displays the water temperature in your furnace, the damper air 
percentage and any alarm messages, if set off.   
Air Damper - The damper air percentage is the amount of air  being drawn through the furnace 
to stoke the fire.  This feature keeps your furnace burn clean and hot while keeping your water 
temperature in the preferred range.  The damper is located beneath the firebox loading door 
and is a mechanical part that opens or closes the air injection port. 
Draft Inducer - The draft inducer fan is located at the rear of the furnace on the top and is used 
to draw air from the air damper through the furnace.  The fan should be on whenever the air 
damper percentage is above 0% or when the furnace bypass is open. 
Furnace Bypass Handle - Use the furnace bypass when ever the firebox loading door is open.  
The bypass handle is above and to the left of the firebox loading door and opens a direct exit 
out of the firebox through the chimney when ever pushed in toward the furnace.  This will allow 
you to check your firebox, fuel and load your furnace without smoke spillage out of the firebox 
loading door. 
CAUTIONCAUTION::  Do not open any door before opening the furnace bypass.  Damage to the furnace 
and personal injury may result.   
High Limit Switch - The high limit cut off switch is used to ensure the furnace does not cause 
damage via runaway fire.  It acts as a safety switch by cutting power off to the fan if the water 
temperature rises above 190 F.   
Alarm LED Light - The LED alarm light is located above the furnace bypass handle and will 
blink red if the furnace smoke by pass is open, the furnace is low on water or if the water tem-
perature is too low or too high.  It is intended to warn the user of potential problems. 
Low Temperature Bypass Button - The button is located on the control panel in the top right 
corner.  Press the button to bypass the low temperature function of the control to fire the fur-
nace from a cold start (First firing the furnace or when the water temperature has gone low).  
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  How the G-Series Gasification Outdoor Furnace Works 
Steel Tech Inc is proud of it’s reputation of producing innovative outdoor heating meth-
ods and our G Series outdoor furnaces are continuing that trend.  They operate more 
efficiently with fewer emissions than other outdoor furnaces.  The Heatmaster ss G Se-
ries wood furnaces use up to 50% less wood to create the same heat.   
 
How It Works 
 
Wood gas is generated in a high 
temperature reaction (>700°) be-
tween the wood and a limited 
amount of oxygen. The heat and 
lack of oxygen “bakes” the 
wood, causing the gases in the 
wood to release in the form of 
carbon monoxide, hydrogen and 
carbon dioxide. 

The wood gas mixture that is 
created in the firebox then gets 
forced through the base of the 
fire along with any ash that 
would come with it and burned 
at temperatures around 2000° in 
the gasification chamber.  This 
creates a very hot, very clean 
burn helping you get the most 
out of your fuel.  After the gas is 
burned, as much heat is ex-
tracted to the water jacket using the heat exchange tubes.  Normal exit temperatures of 
the exhaust are 200-300 F.   
 
The most notable indicator of effective gasification is the lack of smoke exiting the 
chimney.  However, many times you will see white exhaust that dissipates quickly, 
which is steam from the wood in the firebox. 
 
The gasification process creates longer burn times and can reduce wood consumption 
as much as 50% compared to a standard outdoor furnace..  
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Operating a gasification furnace requires: 
 
 
1. Log Sizing - For ideal operation, log siz-
ing should not exceed 6” to 8” in diameter.  
Exceeding the recommended sizing will re-
sult in doming (which only allows for the bot-
tom and/or inside core of the log to burn) or 
bridging (the wood “hangs up” in the firebox 
and separates from the coal bed).  Larger 
pieces of wood can be split to 6-8” pieces for 
use in gasification furnaces. 
2. Use seasoned wood - It is always rec-
ommended to use dry seasoned wood  (20-
30% moisture, seasoned 1-2 years) when 
operating a gasification furnace with a mini-
mal mix of green wood.  If required to burn 
green or wet wood, always mix with a higher 
ratio of dry or seasoned wood. 
3. Stacking - Using the Illustration to the 
right, first stack your primary wood on the 
coal bed lengthwise in the firebox so that as 
the wood gasifies and burns, the wood above 
it falls on top of the coal bed at the bottom of 
the firebox to continue the gasification proc-
ess.  Stack your secondary wood around the 
primary wood to fill the firebox, if necessary. 
 
Improper wood sizing, stacking or excessive 
moister content in the wood may result in the  
fire going out, improper burning or blockages 
in the ceramic brick not allowing for the gasi-
fication process in the combustion chamber 
and inefficient burning of the wood. 
Very often, if the furnace is not keeping up to the heat load or the furnace is not burning 
properly, it can be attributed the 3 critical fuel factors mentioned above. 
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For more information on wood quality follow these links: 
 
EPA’s Burnwise Program- http://www.epa.gov/burnwise. 
 
How to Use a Moisture Meter (Video)- http://www.youtube.com/watch?v=jM2WGgRcnm0  
 
Split, Stack, Cover and Store (Video)- http://www.youtube.com/watch?v=yo1--Zrh11s  
 
Wet Wood is a Waste brochure- http://www.epa.gov/burnwise/pdfs/wetwoodwastebrochure.pdf  
 

http://www.epa.gov/burnwise�
http://www.youtube.com/watch?v=jM2WGgRcnm0�
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CARE AND MAINTENANCECARE AND MAINTENANCE  
To obtain the high levels of performance of your furnace, certain maintenance proce-
dures are required periodically . 
 
On a daily basis you need to:   

- Ensure that all doors are closed and sealing properly.  Adjust if necessary 
-    Check for creosote buildup in firebox and lower combustion chamber 
-    Check water level. 
-    Clean heat exchange tubes by aggressively pushing and pulling lever back and            
 forth 5 times 
-    Check to make sure fan and control are functioning properly 
-    Check for embers or ashes laying on the ground around the furnace and  

dispose of them 
-    Make sure all covers and guards are in place securely. 
-    Make sure rear cover is securely on. 
-    Make sure the smoke bypass is closed (the handle should be out). 

 
On a weekly basis you need to: 
 -   Check for creosote build up in the heat transfer tubes and chimney. Removal of     

 creosote may be necessary in mild weather.  Load only enough wood to meet the   
 heat draw for 12-16 hours to minimize creosote build up. 

   -    Remove ash from Lower Combustion Chamber carefully using your ash rake.  
 Dispose of ashes in a metal container away from the stove and wood pile. 
   - Inspect air inlet for creosote build up or blockage 
 
NOTE:  If you are burning a wood fuel that leaves quite a bit of ash you may need to 
clean your firebox out every 2-3 weeks to continue to get optimal performance from 
your furnace.   
  
On a seasonal basis when furnace is not in use, you will have to: 

- Remove all ashes and excess creosote from firebox, lower combustion chamber, 
heat exchange tubes and chimney. 

- Inspect the firebox for leaks and that the brick is in good condition. 
- Cover chimney and open door enough to allow air movement and reduction of 

condensation within the firebox. 
- Make sure your water tank is full and have your water treatment tested and ad-

justed to manufacturer’s specifications.  See page 2 for exact specifications. 
-    Change your water filter cartridge and inspect all of your system for leaks. 
-    Tighten your firebox door by adjusting the hinges on each side of the door. 

 
. 
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CARE AND MAINTENANCECARE AND MAINTENANCE  
 
All covers and guards must in place at all times, except for maintenance or service. 
Care for the exterior of your furnace is minimal.  The user must wash and remove ash 
and creosote regularly.   
Ashes should be placed in a metal container with a tight fitting lid.  The closed con-
tainer should be placed on a non-combustible floor or on the ground well away from all 
combustible materials before final disposal.  If the ashes are disposed of by burial in 
soil or otherwise locally dispersed, they should be retained in the closed container until 
all cinders have thoroughly cooled. 
Creosote – Formation and Need for Removal.  When wood is burned slowly, it pro-
duces tar and other organic vapors, which combine with expelled moisture to form 
creosote.  The creosote vapors condense in the relatively cool chimney flue of a slow-
burning fire.  As a result, creosote residue accumulates on the flue lining.  When ig-
nited, this creosote makes an extremely hot fire.  The chimney and chimney connector 
should be inspected at least twice monthly during the heating season to determine if a 
creosote buildup has occurred.  If creosote has accumulated it should be removed to 
reduce the risk of a chimney fire. 
CAUTION:CAUTION: Make certain that all electrical power to the furnace and components is shut 
off.  It can be washed using water and a mild non abrasive cleaner suitable for painted 
surfaces. 
 
ATTENTION:ATTENTION: Avoid direct water pressure to electrical components and connections. 

- 19 -  



G Series Outdoor Furnaces  

  www.heatmasterss.com 

TROUBLESHOOTINGTROUBLESHOOTING  
 

If the furnace is running but fails to bring water up to temperature: 
1. Check fire. 
2. Check fan for operation. 
3. Check that the damper is open to allow air injection. 
4. Check if the furnace is properly gasifying by opening the bottom door to the Lower Com-

bustion chamber.  A flame should be visible only for a short time after opening the door 
and glowing embers should be present.  Keep arms, legs and head at least 3 feet from 
the opening. 

5. Check to ensure the furnace is sized accurately according to heat demand. 
6. Check fuel type.  Poor quality fuel will not provide as many BTU’s as high quality fuel. 
7.   Check water level of furnace. 
8.   Check for creosote blockage in the chimney and heat exchange tubes. 
9. Check for power at furnace.  Make sure control is running with no errors or alerts 
10. Check to ensure all pumps in the system are running. 
11. Check to make sure there are no leaks, hot/wet spots on your ground or breaks in the 
 pipe or fittings which may cause the pipe to be saturated and lose its insulation value. 
12. Check Temperature of water exiting furnace, entering the building being heated and     
  before and after each heat exchanger.  Large temperature drops signal large  
 consumption of the BTU’s produced by the furnace. 
 

If the furnace water is hot but buildings do not have heat: 
1.  Check to ensure all pumps in the system are running. 
2. Check filter cartridge for flow blockage (if installed). 
3. Check for air in the system at the exchanger by bleeding off. 
4. Check for closed valves to ensure water flow. 
Check Temperature of water exiting furnace, entering the building being heated and before 
and after each heat exchanger.  Large temperature drops signal large  
 consumption of the BTU’s produced by the furnace. 

If the furnace overheats: 
1. Close all air inlets and doors on the furnace 
2. Retrieve as much heat as possible from system by turning thermostats up and opening 

windows until furnace cools down. 
3. Check that all doors are closing properly and that door gasket is completely sealing. 
2. Check that the damper plate is opening and closing properly.  It should be completely 

closed when the furnace temperature is over 180 F. 
3.   Check water level. 
4.   Check to ensure all pumps in the system are running. 

If the furnace has shut down: 
1. Check to ensure that the unit has power. 
2. Check to ensure the Furnace On/Off switch is in the On position. 
3.  Check the water temperature (furnace has a high temperature cut out of 190 degrees F.   
 and turns on again at 140 degrees). 
4.   If all checks have not corrected the problem have a technician check the control panel. 

If there is a runaway or chimney fire: 
 1.   Make sure the firebox and ash pan doors are tightly closed. 
 2.   Close all combustion air inlets on the furnace. 
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TROUBLESHOOTINGTROUBLESHOOTING  
 

If there is a power failure: 
1. Open all flow-check and zone valves in the system.  Depending on the system 

design, this may allow convective circulation.   
 NOTE: This does not apply to gravity systems, as they have no flow-check 
 valves and will continue to operate normally without electricity. 
2.  It is important to remember that the heating systems cannot dispose of a great 
 deal of heat without the circulator(s) running.  Avoid over-firing!   DO NOT LOAD 
 LARGE AMOUNTS OF SOLID FUEL INTO THE FURNACE!  Fire the furnace 
 cautiously until you are able to determine how quickly the heat system is able to 
 absorb the heat being produced by the furnace. 
3. When the power has returned, reset all flow-check and zone valves and resume 
 normal operation of the system.  

 
If there is smoke leaking out of the door 

1. Check to ensure door is sealing properly. 
2. If the seal is worn out it will have to be replaced. 
3. The door may need to be adjusted.  To do this loosen the Door Latch Bearings 

and Door Hinge and set the door so it seals tightly against the door jamb. 
 
If the furnace has an excessive amount of creosote  

1. Check to ensure the furnace is sized accurately according to heat demand.  If 
 the furnace is oversized it will idle and cause this. If the weather is warm or mild 
 burn a small hot fire using small pieces of wood keeping only enough wood to 
 last until your next burn time (generally 12 hour burn time is best).  It will allow 
 the furnace to burn more often with greater efficiency and have less fuel smoul      
 dering during idle creating less creosote. 
2. Check moisture content in your wood fuel.  Moisture content over 30% may 

 cause creosote buildup.  Recommended moisture content in your wood fuel is 
 18-30%.  
3. If the chimney and/or heat exchange tubes become plugged with creosote it will 

be necessary to scrape the creosote out to obtain a proper burn in the firebox. 
 
You are having to fill the furnace with water more then once a week or more then a 
few gallons of water per week and there is no obvious explanation 

1. Check the temperature settings and gasket on the door and ash drawer to en-
sure the furnace is not over temperature and steaming.  If water temperature 
reaches levels over 200 degrees Fahrenheit the water will steam and water loss 
will occur.  

2. Check the perimeter of the furnace for water puddles collecting or dripping from 
the furnace.   

 3.   Check all plumbing in the system to ensure there are no leaks.   
 4. If these checks have not provided an answer call your dealer. 
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CAUTIONARY MARKINGSCAUTIONARY MARKINGS  

- 23 -  



G Series Outdoor Furnaces  

  www.heatmasterss.com - 24 -  

G100 FOOTPRINT 



  G Series Outdoor Furnaces

www.heatmasterss.com - 25 -  

G200 FOOTPRINT 



G Series Outdoor Furnaces  

  www.heatmasterss.com - 26 -  

G400 FOOTPRINT 



  G Series Outdoor Furnaces

www.heatmasterss.com 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


